
 May 01, 2007 

Photodigm  Dimensional Outlines  

www.photodigm.com      1155 E. Collins Blvd. #200, Richardson, TX 75081      Phone: 972-235-7584      Page  1  of  4 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
                                       ‘C’ Mount 

                                   (CM) 
 



 May 01, 2007 

Photodigm  Dimensional Outlines  

www.photodigm.com      1155 E. Collins Blvd. #200, Richardson, TX 75081      Phone: 972-235-7584      Page  2  of  4 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

 
Chip on Submount  
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14 Pin ButterflyPackage  

                        (BF) 
                                           Fiber length = 0.5 meters minimum 
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Pin # Device Signal 
1 TEC Pos (+) 
2 Laser Anode 
3 Thermistor Bottom 
4 Thermistor Top 
5 Photodiode Anode 
6 Photodiode Cathode 
7 -- Unused 
8 Laser Cathode 
9 TEC Neg (-) 

10-12 -- Unused 

 

                                    TO-8 Package 
                                (T8) 


